
Item # DC-1050

CONSTRUCTION STANDARD COMPLIANCES

S / C C

CAT5e UTP CMP Plenum Cable

ANSI/TIA-568-C.2 CAT5e
ISO/IEC 2nd Edition 11801 Class D
UL 444 & CSA FT-6
NEC/CEC Type CMP (NFPA262) for plenum cable
Flame Retardancy verified according to NFPA-262
RoHS compliance for EU Directive 2002/95/EC

PHYSICAL SPECIFICATIONS ELECTRICAL CHARACTERISTICS

Center Conductor Characteristic Impedance: 772kHz 102 Ω ± 15%
1~350MHz 100 Ω ± 15%

Insulation FEP Capacitance Unbalanced: Max. 160 pF/100m
 Diameter (Nominal) 0.86 mm Mutual Capacitance: Max. 5600 pF/100m

Bare copper / 24AWG

Thickness (Nominal) 0.176 mm Conductor Resistance: Max. 9.38 Ω/100m@20°C

Colors B/WB; O/WO Resistance Unbalanced: Max. 2%

G/WG; Br/WBr
Unaged Elongation Min. 200% Insulation Resistance: > 5,000 МΩ·km

Unaged Tensile Strength Min. 1.754Kgf/mm² Dielectric Strength: 2500 VDC/2 sec

Outer Jacket Attenuation & Near End Cross Talk Table:
Thickness (Nominal) 0.5 mm Frequency Max. Attenuation NEXT PSNEXT RL

Flame Retardant PVC
Thickness (Nominal) 0.5 mm Frequency Max. Attenuation NEXT PSNEXT RL
Diameter (Nominal) 5.0 mm MHz dB/100 meters dB, Min. dB, Min. dB, Min.
Color Assorted upon 1 2.0 65.3 62.3 20.0

request 4 4.1 56.3 53.3 23.0

Unaged Elongation Min. 100% 8 5.8 51.8 48.8 24.5

Unaged Tensile Strength Min. 1.407Kgf/mm² 10 6.5 50.3 47.3 25.0

16 8.2 47.2 44.2 25.0

20 9.3 45.8 42.8 25.0

25 10 4 44 3 41 3 24 3 25 10.4 44.3 41.3 24.3

Printing 31.25 11.7 42.9 39.9 23.6

62.5 17.0 38.4 35.4 21.5

Shireen DC-1050  CAT5e UTP  ETL VERIFIED TO 100 22.0 35.3 32.3 20.1

ANSI/TIA-568-C.2 24AWGX4P CMP(UL) E365770 - YEF XXXXFT 200 32.4 30.8 27.8 18.0

250 36.0 29.3 26.3 17.3

300 41.0 28.1 25.1 16.8

350 44.9 27.1 24.1 16.3


