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REVISIONS
ISs | ZONE DESCRIPTION\PER REQUEST\DATE
NOTE: 1. FREQUENCY RANGE: DC — 18 GHz
~— 5.5 —=—y 2. VSWR: 1.2 Max.
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NOTES: FINISH (PLATING THICKNESS IN MICRO—INCHES) 1.2
1. BRASS
2.THIN GOLD OVER NICKEL PL. 50 MIN. THICK OVER COPPER
PL. 50 MIN. THICK
3.G0LD PL. 3 MIN. THICK OVER NICKEL PL. 50 MIN. THICK
OVER COPPER PL. 50 MIN. THICK
4. TEFLON
7 |INSULATOR NOTE 4 NATURAL | 1 RoHS COMPLIANT
6 [CONTACT PIN | NOTE 1 NOTE 3 | 1
DIMENSIONS ARE IN MILLIMETERS | pART NO. SHIREEN INC.
5 |INSULATOR NOTE 4 | NATURAL | 1 UNLESS OTHERWISE SPECIFIED CON-2052 12910 Cloverleaf Center Dr Ste 110
TOLERANCES Germamtown, MD 20874 USA
4 | GASKET SILICONE | RED 1 0.5-6 = £0.2 APPROVED DATE TITLE
3 |RETAINER RING| SUS 303 | NATURAL | 1 306_:28 - :g'g SMA Male 18GHz - RG405
2 |BODY NOTE 1 NOTE 2 1 120315 = +1 CHECKED DATE
315-1000 = +1.6 DRAWING NO.
1 [SHELL NOTE 1 NOTE 2 | 1 1000-2000 = +2.4 DRAWN DATE
NO.| DESCRIPTION | MATERIAL | FINISH [o'Ty] DRAWING No. [scAle| 5/1 [issue| 2 FILE NO.
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